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HS Louvre

High Performance Louvres

=  Wide possibilities in designs..

= 212 wide Louvre clip for thick laminated
tempered glass blades — 13.52mm to
19.52mm.

=  With thicker glass blade, wider blade
span up to 1.5m.

= Safety standards — water infiltration,
acoustics and heat transmittance.




fresAir HS louvre Windows

= Standard blade width of 212mm and can be
customised up to 300mm.

» Glazing channels clips in extruded aluminium alloy
profile to receive glass blades, epdm wiper, wedge
and seat rubber gaskets.

» Bearing is cold forged aluminium, sleeved over with
self-lubricating acetal bushing which ensure long
period of maintenance free operation, without any
need for regular oil lubrication.

= Connection of glazing channel to the aluminium
bearing is by two pieces of stainless steel screws
acting on a single piece stainless steel plate washer .

= Manual locking, manually operated with a winch
gearbox or motorised.
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Applications

1. Window walls which are often use in nursery homes, hostels, schools and hospitals projects
for efficient natural ventilation.

2. High level windows for industrial buildings, warehouses and factories.

3. Residential windows for keeping homes well ventilated, cool and safe with the use of
standard 212mm wide blade in 15.52mm laminated tempered glass.

As louvre windows provide maximum opening, optimum ventilation, comfort and lighting can
be achieved while maintaining privacy by limiting the window /external wall area ratio.

Window Automation Features

= An autonomous system that can be controlled from any location in the
building.

= Connection to rain or wind speed sensors and building control unitfor
fire/smoke ingress control.

= Customised functionalities such as wifi control, blade angle positioning,
monitoring air conditioning and electric fans systems
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Due to the company’s policy of continuous product development and
enhancement, the specifications and details contained in this brochure are
subject to alteration without prior notice.

The dimensions, details, specifications and statements made herein or by
our representatives arising out of any enquiries are given for information
purposes only. They are not intended to have any legal effect and the
company will not be bound thereby. The company will only accept
obligations which are expressly negotiated for, and agreed and
incorporated into written agreements made specifically with its respective
customers.
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